
2021/11/24 VZCA8.E525338 - Surge-protective Devices Certified for Canada - Component | UL Product iQ

https://iq.ulprospector.com/en/profile?e=4415750 1/12

VZCA8.E525338 - Surge-protective Devices
Certified for Canada - Component

Surge-protective Devices Certified for Canada -
Component

Cat. No.

SPD 

Type

Volts 

(V)

AC/DC/ 

DC PV PH

AMPS 

(A)

AMB 

Min

(°C)

AMB 

Max

(°C) MODE

VPR 

(Vpk)

MLV 

(Vpk)

MCOV 

(V)

Vn 

(Vdc)

In 

(kA)

SCCR 

(kA)

 

Notes

Investigated to CSA C22.2 No. 269

101KD05 5 60 AC 1 n/a -40 85 Ld-

Ld

- 225 60 100 0.1 n/a 1,

5a

101KD07 5 60 AC 1 n/a -40 125 Ld-

Ld

- 240 60 100 0.25 n/a 1,

5a

101KD10 5 60 AC 1 n/a -40 125 Ld-

Ld

- 280 60 100 1 n/a 1,

5a

101KD14 5 60 AC 1 n/a -40 125 Ld-

Ld

- 290 60 100 2 n/a 1,

5a

101KD20 5 60 AC 1 n/a -40 125 Ld-

Ld

- 260 60 100 2.5 n/a 1,

5a

102KD10 5 625 AC 1 n/a -40 125 Ld-

Ld

- 2190 625 1000 1.5 n/a 1,

5a

102KD14 5 625 AC 1 n/a -40 125 Ld-

Ld

- 2030 625 1000 3 n/a 1,

5a

102KD20 5 625 AC 1 n/a -40 125 Ld-

Ld

- 2360 625 1000 5 n/a 1,

5a

102KD32 5 625 AC 1 n/a -40 85 Ld-

Ld

- 3140 625 1000 10 n/a 1,

5a

112KD10 5 680 AC 1 n/a -40 125 Ld-

Ld

- 2380 680 1120 1.5 n/a 1,

5a

112KD14 5 680 AC 1 n/a -40 125 Ld-

Ld

- 2600 680 1100 3 n/a 1,

5a

112KD20 5 680 AC 1 n/a -40 125 Ld-

Ld

- 2560 680 1120 5 n/a 1,

5a

112KD32 5 680 AC 1 n/a -40 85 Ld-

Ld

- 3400 680 1100 10 n/a 1,

5a
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121KD05 5 75 AC 1 n/a -40 85 Ld-

Ld

- 270 75 120 0.1 n/a 1,

5a

121KD07 5 75 AC 1 n/a -40 125 Ld-

Ld

- 290 75 120 0.25 n/a 1,

5a

121KD10 5 75 AC 1 n/a -40 125 Ld-

Ld

- 320 75 120 1 n/a 1,

5a

121KD14 5 75 AC 1 n/a -40 125 Ld-

Ld

- 330 75 120 2 n/a 1,

5a

121KD20 5 75 AC 1 n/a -40 125 Ld-

Ld

- 290 75 120 2.5 n/a 1,

5a

151KD05 5 95 AC 1 n/a -40 85 Ld-

Ld

- 315 95 150 0.1 n/a 1,

5a

151KD07 5 95 AC 1 n/a -40 125 Ld-

Ld

- 360 95 150 0.25 n/a 1,

5a

151KD10 5 95 AC 1 n/a -40 125 Ld-

Ld

- 370 95 150 1 n/a 1,

5a

151KD14 5 95 AC 1 n/a -40 125 Ld-

Ld

- 380 95 150 2 n/a 1,

5a

151KD20 5 95 AC 1 n/a -40 125 Ld-

Ld

- 340 95 150 2.5 n/a 1,

5a

152KD14 5 900 AC 1 n/a -40 85 Ld-

Ld

- 3270 900 1500 3 n/a 1,

5a

152KD20 5 900 AC 1 n/a -40 85 Ld-

Ld

- 3050 900 1500 3 n/a 1,

5a

152KD32 5 900 AC 1 n/a -40 85 Ld-

Ld

- 3660 900 1500 10 n/a 1,

5a

180LD05 5 10 AC 1 n/a -40 85 Ld-

Ld

- 60 11 18 0.05 n/a 1,

5a

180LD07 5 10 AC 1 n/a -40 85 Ld-

Ld

- 60 11 18 0.1 n/a 1,

5a

180LD10 5 10 AC 1 n/a -40 85 Ld-

Ld

- 70 11 18 0.1 n/a 1,

5a

180LD14 5 10 AC 1 n/a -40 85 Ld-

Ld

- 80 11 18 0.5 n/a 1,

5a

180LD20 5 10 AC 1 n/a -40 85 Ld-

Ld

- 90 11 18 1 n/a 1,

5a

181KD05 5 115 AC 1 n/a -40 85 Ld-

Ld

- 360 115 180 0.1 n/a 1,

5a

181KD07 5 115 AC 1 n/a -40 125 Ld-

Ld

- 430 115 180 0.25 n/a 1,

5a

181KD10 5 115 AC 1 n/a -40 125 Ld-

Ld

- 420 115 180 1 n/a 1,

5a
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181KD14 5 115 AC 1 n/a -40 125 Ld-

Ld

- 430 115 180 2 n/a 1,

5a

181KD20 5 115 AC 1 n/a -40 125 Ld-

Ld

- 380 115 180 2.5 n/a 1,

5a

182KD14 5 1000 AC 1 n/a -40 85 Ld-

Ld

- 4000 1000 1800 3 n/a 1,

5a

182KD20 5 1000 AC 1 n/a -40 85 Ld-

Ld

- 3590 1000 1800 3 n/a 1,

5a

182KD32 5 1000 AC 1 n/a -40 85 Ld-

Ld

- 3930 1000 1800 10 n/a 1,

5a

201KD05 5 130 AC 1 n/a -40 85 Ld-

Ld

- 400 130 200 0.15 n/a 1,

5a

201KD07 5 130 AC 1 n/a -40 125 Ld-

Ld

- 480 130 200 0.5 n/a 1,

5a

201KD10 5 130 AC 1 n/a -40 125 Ld-

Ld

- 500 130 200 1.5 n/a 1,

5a

201KD14 5 130 AC 1 n/a -40 125 Ld-

Ld

- 510 130 200 3 n/a 1,

5a

201KD20 5 130 AC 1 n/a -40 125 Ld-

Ld

- 500 130 200 5 n/a 1,

5a

201KD32 5 130 AC 1 n/a -40 85 Ld-

Ld

- 560 130 210 10 n/a 1,

5a

220KD05 5 14 AC 1 n/a -40 85 Ld-

Ld

- 80 14 22 0.05 n/a 1,

5a

220KD07 5 14 AC 1 n/a -40 85 Ld-

Ld

- 80 14 22 0.1 n/a 1,

5a

220KD10 5 14 AC 1 n/a -40 85 Ld-

Ld

- 85 14 22 0.1 n/a 1,

5a

220KD14 5 14 AC 1 n/a -40 85 Ld-

Ld

- 95 14 22 0.5 n/a 1,

5a

220KD20 5 14 AC 1 n/a -40 85 Ld-

Ld

- 105 14 22 1 n/a 1,

5a

221KD05 5 140 AC 1 n/a -40 85 Ld-

Ld

- 455 140 220 0.15 n/a 1,

5a

221KD07 5 140 AC 1 n/a -40 125 Ld-

Ld

- 510 140 220 0.5 n/a 1,

5a

221KD10 5 140 AC 1 n/a -40 125 Ld-

Ld

- 530 140 220 1.5 n/a 1,

5a

221KD14 5 140 AC 1 n/a -40 125 Ld-

Ld

- 550 140 220 3 n/a 1,

5a

221KD20 5 140 AC 1 n/a -40 125 Ld-

Ld

- 540 140 220 5 n/a 1,

5a
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221KD32 5 140 AC 1 n/a -40 85 Ld-

Ld

- 630 140 220 10 n/a 1,

5a

241KD05 5 150 AC 1 n/a -40 85 Ld-

Ld

- 510 150 240 0.15 n/a 1,

5a

241KD07 5 150 AC 1 n/a -40 125 Ld-

Ld

- 550 150 240 0.5 n/a 1,

5a

241KD10 5 150 AC 1 n/a -40 125 Ld-

Ld

- 570 150 240 1.5 n/a 1,

5a

241KD14 5 150 AC 1 n/a -40 125 Ld-

Ld

- 590 150 240 3 n/a 1,

5a

241KD20 5 150 AC 1 n/a -40 125 Ld-

Ld

- 580 150 257 5 n/a 1,

5a

241KD32 5 150 AC 1 n/a -40 85 Ld-

Ld

- 700 150 240 10 n/a 1,

5a

270KD05 5 17 AC 1 n/a -40 85 Ld-

Ld

- 100 17 27 0.05 n/a 1,

5a

270KD07 5 17 AC 1 n/a -40 85 Ld-

Ld

- 100 17 27 0.1 n/a 1,

5a

270KD10 5 17 AC 1 n/a -40 85 Ld-

Ld

- 100 17 27 0.1 n/a 1,

5a

270KD14 5 17 AC 1 n/a -40 85 Ld-

Ld

- 110 17 27 0.5 n/a 1,

5a

270KD20 5 17 AC 1 n/a -40 85 Ld-

Ld

- 120 17 27 1 n/a 1,

5a

271KD05 5 175 AC 1 n/a -40 85 Ld-

Ld

- 565 175 270 0.15 n/a 1,

5a

271KD07 5 175 AC 1 n/a -40 125 Ld-

Ld

- 630 175 270 0.5 n/a 1,

5a

271KD10 5 175 AC 1 n/a -40 125 Ld-

Ld

- 650 175 270 1.5 n/a 1,

5a

271KD14 5 175 AC 1 n/a -40 125 Ld-

Ld

- 690 150 240 3 n/a 1,5a

271KD20 5 175 AC 1 n/a -40 125 Ld-

Ld

- 680 175 270 5 n/a 1,

5a

271KD32 5 175 AC 1 n/a -40 85 Ld-

Ld

- 770 175 270 10 n/a 1,

5a

301KD05 5 190 AC 1 n/a -40 85 Ld-

Ld

- 620 190 300 0.15 n/a 1,

5a

301KD07 5 190 AC 1 n/a -40 125 Ld-

Ld

- 690 190 300 0.5 n/a 1,

5a

301KD10 5 190 AC 1 n/a -40 125 Ld-

Ld

- 710 190 300 1.5 n/a 1,

5a
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301KD14 5 190 AC 1 n/a -40 125 Ld-

Ld

- 750 190 300 3 n/a 1,

5a

301KD20 5 190 AC 1 n/a -40 125 Ld-

Ld

- 740 190 300 5 n/a 1,

5a

301KD32 5 190 AC 1 n/a -40 85 Ld-

Ld

- 840 190 300 10 n/a 1,

5a

330KD05 5 20 AC 1 n/a -40 85 Ld-

Ld

- 120 20 33 0.05 n/a 1,

5a

330KD07 5 20 AC 1 n/a -40 85 Ld-

Ld

- 120 20 33 0.1 n/a 1,

5a

330KD10 5 20 AC 1 n/a -40 85 Ld-

Ld

- 115 20 33 0.1 n/a 1,

5a

330KD14 5 20 AC 1 n/a -40 85 Ld-

Ld

- 125 20 33 0.5 n/a 1,

5a

330KD20 5 20 AC 1 n/a -40 85 Ld-

Ld

- 135 20 33 1 n/a 1,

5a

331KD05 5 210 AC 1 n/a -40 85 Ld-

Ld

- 675 210 330 0.15 n/a 1,

5a

331KD07 5 210 AC 1 n/a -40 125 Ld-

Ld

- 750 210 330 0.5 n/a 1,

5a

331KD10 5 210 AC 1 n/a -40 125 Ld-

Ld

- 770 210 330 1.5 n/a 1,

5a

331KD14 5 210 AC 1 n/a -40 125 Ld-

Ld

- 820 210 330 3 n/a 1,

5a

331KD20 5 210 AC 1 n/a -40 125 Ld-

Ld

- 810 210 330 5 n/a 1,

5a

331KD32 5 210 AC 1 n/a -40 85 Ld-

Ld

- 910 210 330 10 n/a 1,

5a

361KD05 5 230 AC 1 n/a -40 85 Ld-

Ld

- 730 230 360 0.15 n/a 1,

5a

361KD07 5 230 AC 1 n/a -40 125 Ld-

Ld

- 820 230 360 0.5 n/a 1,

5a

361KD10 5 230 AC 1 n/a -40 125 Ld-

Ld

- 840 230 360 1.5 n/a 1,

5a

361KD14 5 230 AC 1 n/a -40 125 Ld-

Ld

- 900 230 360 3 n/a 1,

5a

361KD20 5 230 AC 1 n/a -40 125 Ld-

Ld

- 890 230 360 5 n/a 1,

5a

361KD32 5 230 AC 1 n/a -40 85 Ld-

Ld

- 985 230 360 10 n/a 1,

5a

390KD05 5 25 AC 1 n/a -40 85 Ld-

Ld

- 140 25 39 0.05 n/a 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544407
https://iq.ul.com/ul/cert.aspx?ULID=104544442
https://iq.ul.com/ul/cert.aspx?ULID=104544488
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https://iq.ul.com/ul/cert.aspx?ULID=104544408
https://iq.ul.com/ul/cert.aspx?ULID=104544443
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390KD07 5 25 AC 1 n/a -40 85 Ld-

Ld

- 140 25 39 0.1 n/a 1,

5a

390KD10 5 25 AC 1 n/a -40 85 Ld-

Ld

- 135 25 39 0.1 n/a 1,

5a

390KD14 5 25 AC 1 n/a -40 85 Ld-

Ld

- 140 25 39 0.5 n/a 1,

5a

390KD20 5 25 AC 1 n/a -40 85 Ld-

Ld

- 155 25 39 1 n/a 1,

5a

391KD05 5 250 AC 1 n/a -40 85 Ld-

Ld

- 785 250 390 0.15 n/a 1,

5a

391KD07 5 250 AC 1 n/a -40 125 Ld-

Ld

- 890 250 390 0.5 n/a 1,

5a

391KD10 5 250 AC 1 n/a -40 125 Ld-

Ld

- 910 250 390 1.5 n/a 1,

5a

391KD14 5 250 AC 1 n/a -40 125 Ld-

Ld

- 980 250 390 3 n/a 1,

5a

391KD20 5 250 AC 1 n/a -40 125 Ld-

Ld

- 970 250 390 5 n/a 1,

5a

391KD32 5 250 AC 1 n/a -40 85 Ld-

Ld

- 1060 250 390 10 n/a 1,

5a

431KD05 5 275 AC 1 n/a -40 85 Ld-

Ld

- 840 275 430 0.15 n/a 1,

5a

431KD07 5 275 AC 1 n/a -40 125 Ld-

Ld

- 960 275 430 0.5 n/a 1,

5a

431KD10 5 275 AC 1 n/a -40 125 Ld-

Ld

- 990 275 430 1.5 n/a 1,

5a

431KD14 5 275 AC 1 n/a -40 125 Ld-

Ld

- 1090 275 430 3 n/a 1,

5a

431KD20 5 275 AC 1 n/a -40 125 Ld-

Ld

- 1060 275 430 5 n/a 1,

5a

431KD32 5 275 AC 1 n/a -40 85 Ld-

Ld

- 1135 275 430 10 n/a 1,

5a

470KD05 5 30 AC 1 n/a -40 85 Ld-

Ld

- 160 30 47 0.05 n/a 1,

5a

470KD07 5 30 AC 1 n/a -40 85 Ld-

Ld

- 160 30 47 0.1 n/a 1,

5a

470KD10 5 30 AC 1 n/a -40 85 Ld-

Ld

- 155 30 47 0.1 n/a 1,

5a

470KD14 5 30 AC 1 n/a -40 85 Ld-

Ld

- 155 30 47 0.5 n/a 1,

5a

470KD20 5 30 AC 1 n/a -40 85 Ld-

Ld

- 175 30 47 1 n/a 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544339
https://iq.ul.com/ul/cert.aspx?ULID=104544371
https://iq.ul.com/ul/cert.aspx?ULID=104544411
https://iq.ul.com/ul/cert.aspx?ULID=104544446
https://iq.ul.com/ul/cert.aspx?ULID=104544313
https://iq.ul.com/ul/cert.aspx?ULID=104544340
https://iq.ul.com/ul/cert.aspx?ULID=104544372
https://iq.ul.com/ul/cert.aspx?ULID=104544412
https://iq.ul.com/ul/cert.aspx?ULID=104544447
https://iq.ul.com/ul/cert.aspx?ULID=104544491
https://iq.ul.com/ul/cert.aspx?ULID=104544314
https://iq.ul.com/ul/cert.aspx?ULID=104544341
https://iq.ul.com/ul/cert.aspx?ULID=104544373
https://iq.ul.com/ul/cert.aspx?ULID=104544413
https://iq.ul.com/ul/cert.aspx?ULID=104544448
https://iq.ul.com/ul/cert.aspx?ULID=104544492
https://iq.ul.com/ul/cert.aspx?ULID=104544315
https://iq.ul.com/ul/cert.aspx?ULID=104544342
https://iq.ul.com/ul/cert.aspx?ULID=104544374
https://iq.ul.com/ul/cert.aspx?ULID=104544414
https://iq.ul.com/ul/cert.aspx?ULID=104544449
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471KD05 5 300 AC 1 n/a -40 85 Ld-

Ld

- 930 300 470 0.15 n/a 1,

5a

471KD07 5 300 AC 1 n/a -40 125 Ld-

Ld

- 1030 300 470 0.5 n/a 1,

5a

471KD10 5 300 AC 1 n/a -40 125 Ld-

Ld

- 1070 300 470 1.5 n/a 1,

5a

471KD14 5 300 AC 1 n/a -40 125 Ld-

Ld

- 1200 300 470 3 n/a 1,

5a

471KD20 5 300 AC 1 n/a -40 125 Ld-

Ld

- 1160 300 480 5 n/a 1,

5a

471KD32 5 300 AC 1 n/a -40 85 Ld-

Ld

- 1120 300 470 10 n/a 1,

5a

511KD05 5 320 AC 1 n/a -40 85 Ld-

Ld

- 1040 320 510 0.15 n/a 1,

5a

511KD07 5 320 AC 1 n/a -40 125 Ld-

Ld

- 1090 320 510 0.5 n/a 1,

5a

511KD10 5 320 AC 1 n/a -40 125 Ld-

Ld

- 1140 320 510 1.5 n/a 1,

5a

511KD14 5 320 AC 1 n/a -40 125 Ld-

Ld

- 1280 320 510 3 n/a 1,

5a

511KD20 5 320 AC 1 n/a -40 125 Ld-

Ld

- 1230 320 510 5 n/a 1,

5a

511KD32 5 320 AC 1 n/a -40 85 Ld-

Ld

- 1340 320 510 10 n/a 1,

5a

560KD05 5 35 AC 1 n/a -40 85 Ld-

Ld

- 180 35 56 0.05 n/a 1,

5a

560KD07 5 35 AC 1 n/a -40 85 Ld-

Ld

- 180 35 56 0.1 n/a 1,

5a

560KD10 5 35 AC 1 n/a -40 85 Ld-

Ld

- 175 35 56 0.1 n/a 1,

5a

560KD14 5 35 AC 1 n/a -40 85 Ld-

Ld

- 170 35 56 0.5 n/a 1,

5a

560KD20 5 35 AC 1 n/a -40 85 Ld-

Ld

- 195 35 56 1 n/a 1,

5a

561KD05 5 350 AC 1 n/a -40 85 Ld-

Ld

- 1150 350 560 0.15 n/a 1,

5a

561KD07 5 350 AC 1 n/a -40 125 Ld-

Ld

- 1170 350 560 0.5 n/a 1,

5a

561KD10 5 350 AC 1 n/a -40 125 Ld-

Ld

- 1230 350 580 1.5 n/a 1,

5a

561KD14 5 350 AC 1 n/a -40 125 Ld-

Ld

- 1420 350 560 3 n/a 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544316
https://iq.ul.com/ul/cert.aspx?ULID=104544343
https://iq.ul.com/ul/cert.aspx?ULID=104544375
https://iq.ul.com/ul/cert.aspx?ULID=104544415
https://iq.ul.com/ul/cert.aspx?ULID=104544450
https://iq.ul.com/ul/cert.aspx?ULID=104544493
https://iq.ul.com/ul/cert.aspx?ULID=104544317
https://iq.ul.com/ul/cert.aspx?ULID=104544344
https://iq.ul.com/ul/cert.aspx?ULID=104544377
https://iq.ul.com/ul/cert.aspx?ULID=104544416
https://iq.ul.com/ul/cert.aspx?ULID=104544451
https://iq.ul.com/ul/cert.aspx?ULID=104544494
https://iq.ul.com/ul/cert.aspx?ULID=104544318
https://iq.ul.com/ul/cert.aspx?ULID=104544345
https://iq.ul.com/ul/cert.aspx?ULID=104544379
https://iq.ul.com/ul/cert.aspx?ULID=104544417
https://iq.ul.com/ul/cert.aspx?ULID=104544452
https://iq.ul.com/ul/cert.aspx?ULID=104544319
https://iq.ul.com/ul/cert.aspx?ULID=104544346
https://iq.ul.com/ul/cert.aspx?ULID=104544380
https://iq.ul.com/ul/cert.aspx?ULID=104544418
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561KD20 5 350 AC 1 n/a -40 125 Ld-

Ld

- 1340 350 573 5 n/a 1,

5a

561KD32 5 350 AC 1 n/a -40 85 Ld-

Ld

- 1560 350 553 10 n/a 1,

5a

621KD05 5 385 AC 1 n/a -40 85 Ld-

Ld

- 1260 385 620 0.15 n/a 1,

5a

621KD07 5 385 AC 1 n/a -40 125 Ld-

Ld

- 1270 385 620 0.5 n/a 1,

5a

621KD10 5 385 AC 1 n/a -40 125 Ld-

Ld

- 1350 385 620 1.5 n/a 1,

5a

621KD14 5 385 AC 1 n/a -40 125 Ld-

Ld

- 1570 385 620 3 n/a 1,

5a

621KD20 5 385 AC 1 n/a -40 125 Ld-

Ld

- 1470 385 620 5 n/a 1,

5a

621KD32 5 385 AC 1 n/a -40 85 Ld-

Ld

- 1780 385 620 10 n/a 1,

5a

680KD05 5 40 AC 1 n/a -40 85 Ld-

Ld

- 200 40 68 0.01 n/a 1,5a

680KD07 5 40 AC 1 n/a -40 85 Ld-

Ld

- 190 40 68 0.1 n/a 1,

5a

680KD10 5 40 AC 1 n/a -40 85 Ld-

Ld

- 190 40 68 0.1 n/a 1,

5a

680KD14 5 40 AC 1 n/a -40 85 Ld-

Ld

- 190 40 68 0.5 n/a 1,

5a

680KD20 5 40 AC 1 n/a -40 85 Ld-

Ld

- 210 40 68 1 n/a 1,

5a

681KD05 5 420 AC 1 n/a -40 85 Ld-

Ld

- 1370 420 680 0.15 n/a 1,

5a

681KD07 5 420 AC 1 n/a -40 125 Ld-

Ld

- 1370 420 680 0.5 n/a 1,

5a

681KD10 5 420 AC 1 n/a -40 125 Ld-

Ld

- 1460 420 650 1.5 n/a 1,

5a

681KD14 5 420 AC 1 n/a -40 125 Ld-

Ld

- 1720 420 680 3 n/a 1,

5a

681KD20 5 420 AC 1 n/a -40 125 Ld-

Ld

- 1600 420 680 5 n/a 1,

5a

681KD32 5 420 AC 1 n/a -40 85 Ld-

Ld

- 2000 420 666 10 n/a 1,

5a

751KD07 5 460 AC 1 n/a -40 85 Ld-

Ld

- 1540 460 750 0.5 n/a 1,

5a

751KD10 5 460 AC 1 n/a -40 125 Ld-

Ld

- 1600 460 750 1.5 n/a 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544453
https://iq.ul.com/ul/cert.aspx?ULID=104544495
https://iq.ul.com/ul/cert.aspx?ULID=104544320
https://iq.ul.com/ul/cert.aspx?ULID=104544347
https://iq.ul.com/ul/cert.aspx?ULID=104544382
https://iq.ul.com/ul/cert.aspx?ULID=104544419
https://iq.ul.com/ul/cert.aspx?ULID=104544454
https://iq.ul.com/ul/cert.aspx?ULID=104544496
https://iq.ul.com/ul/cert.aspx?ULID=104544321
https://iq.ul.com/ul/cert.aspx?ULID=104544348
https://iq.ul.com/ul/cert.aspx?ULID=104544384
https://iq.ul.com/ul/cert.aspx?ULID=104544420
https://iq.ul.com/ul/cert.aspx?ULID=104544455
https://iq.ul.com/ul/cert.aspx?ULID=104544322
https://iq.ul.com/ul/cert.aspx?ULID=104544349
https://iq.ul.com/ul/cert.aspx?ULID=104544385
https://iq.ul.com/ul/cert.aspx?ULID=104544421
https://iq.ul.com/ul/cert.aspx?ULID=104544456
https://iq.ul.com/ul/cert.aspx?ULID=104544497
https://iq.ul.com/ul/cert.aspx?ULID=104544350
https://iq.ul.com/ul/cert.aspx?ULID=104544387
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751KD14 5 460 AC 1 n/a -40 125 Ld-

Ld

- 1780 460 750 3 n/a 1,

5a

751KD20 5 460 AC 1 n/a -40 125 Ld-

Ld

- 1750 460 750 5 n/a 1,

5a

751KD32 5 460 AC 1 n/a -40 85 Ld-

Ld

- 2220 460 750 10 n/a 1,

5a

781KD07 5 485 AC 1 n/a -40 85 Ld-

Ld

- 1650 485 780 0.5 n/a 1,

5a

781KD10 5 485 AC 1 n/a -40 125 Ld-

Ld

- 1690 485 780 1.5 n/a 1,

5a

781KD14 5 485 AC 1 n/a -40 125 Ld-

Ld

- 1820 485 780 3 n/a 1,

5a

781KD20 5 485 AC 1 n/a -40 125 Ld-

Ld

- 1840 485 780 5 n/a 1,

5a

781KD32 5 485 AC 1 n/a -40 85 Ld-

Ld

- 2440 485 780 10 n/a 1,

5a

820KD05 5 50 AC 1 n/a -40 85 Ld-

Ld

- 180 50 82 0.1 n/a 1,

5a

820KD07 5 50 AC 1 n/a -40 125 Ld-

Ld

- 210 50 80 0.25 n/a 1,

5a

820KD10 5 50 AC 1 n/a -40 125 Ld-

Ld

- 250 50 80 1 n/a 1,

5a

820KD14 5 50 AC 1 n/a -40 125 Ld-

Ld

- 270 50 80 2 n/a 1,

5a

820KD20 5 50 AC 1 n/a -40 125 Ld-

Ld

- 240 50 83 2.5 n/a 1,

5a

821KD07 5 510 AC 1 n/a -40 85 Ld-

Ld

- 1780 510 820 0.5 n/a 1,

5a

821KD10 5 510 AC 1 n/a -40 125 Ld-

Ld

- 1780 510 820 1.5 n/a 1,

5a

821KD14 5 510 AC 1 n/a -40 125 Ld-

Ld

- 1860 510 820 3 n/a 1,

5a

821KD20 5 510 AC 1 n/a -40 125 Ld-

Ld

- 1930 510 820 5 n/a 1,

5a

821KD32 5 510 AC 1 n/a -40 85 Ld-

Ld

- 2660 510 820 10 n/a 1,

5a

911KD10 5 550 AC 1 n/a -40 125 Ld-

Ld

- 1920 550 910 1.5 n/a 1,

5a

911KD14 5 550 AC 1 n/a -40 125 Ld-

Ld

- 1920 550 900 3 n/a 1,

5a

911KD20 5 550 AC 1 n/a -40 125 Ld-

Ld

- 2080 550 910 5 n/a 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544422
https://iq.ul.com/ul/cert.aspx?ULID=104544457
https://iq.ul.com/ul/cert.aspx?ULID=104544498
https://iq.ul.com/ul/cert.aspx?ULID=104544351
https://iq.ul.com/ul/cert.aspx?ULID=104544388
https://iq.ul.com/ul/cert.aspx?ULID=104544423
https://iq.ul.com/ul/cert.aspx?ULID=104544458
https://iq.ul.com/ul/cert.aspx?ULID=104544499
https://iq.ul.com/ul/cert.aspx?ULID=104544323
https://iq.ul.com/ul/cert.aspx?ULID=104544352
https://iq.ul.com/ul/cert.aspx?ULID=104544389
https://iq.ul.com/ul/cert.aspx?ULID=104544424
https://iq.ul.com/ul/cert.aspx?ULID=104544459
https://iq.ul.com/ul/cert.aspx?ULID=104544353
https://iq.ul.com/ul/cert.aspx?ULID=104544390
https://iq.ul.com/ul/cert.aspx?ULID=104544425
https://iq.ul.com/ul/cert.aspx?ULID=104544460
https://iq.ul.com/ul/cert.aspx?ULID=104544500
https://iq.ul.com/ul/cert.aspx?ULID=104544391
https://iq.ul.com/ul/cert.aspx?ULID=104544426
https://iq.ul.com/ul/cert.aspx?ULID=104544461
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911KD32 5 550 AC 1 n/a -40 85 Ld-

Ld

- 2885 550 916 10 n/a 1,

5a

102KS34 5 625 AC 1 N/A -40 85 Ld-

Ld

- 2510 625 1000 20 N/A 1,

5a

112KS34 5 680 AC 1 N/A -40 85 Ld-

Ld

- 2720 680 1100 20 N/A 1,

5a

121KS34 5 75 AC 1 N/A -40 85 Ld-

Ld

- 360 75 120 20 N/A 1,

5a

122KS34 5 750 AC 1 N/A -40 85 Ld-

Ld

- 3000 750 1200 20 N/A 1,

5a

151KS34 5 95 AC 1 N/A -40 85 Ld-

Ld

- 440 95 150 20 N/A 1,

5a

181KS34 5 115 AC 1 N/A -40 85 Ld-

Ld

- 520 115 180 20 N/A 1,

5a

201KS34 5 130 AC 1 N/A -40 85 Ld-

Ld

- 570 130 205 20 N/A 1,

5a

221KS34 5 140 AC 1 N/A -40 85 Ld-

Ld

- 610 140 220 20 N/A 1,

5a

241KS34 5 150 AC 1 N/A -40 85 Ld-

Ld

- 650 150 240 20 N/A 1,

5a

271KS34 5 175 AC 1 N/A -40 85 Ld-

Ld

- 740 175 270 20 N/A 1,

5a

331KS34 5 210 AC 1 N/A -40 85 Ld-

Ld

- 870 210 330 20 N/A 1,

5a

34S660 5 660 AC 1 N/A -40 85 Ld-

Ld

- 2640 660 1050 20 N/A 1,

5a

361KS34 5 230 AC 1 N/A -40 85 Ld-

Ld

- 940 230 360 20 N/A 1,

5a

391KS34 5 250 AC 1 N/A -40 85 Ld-

Ld

- 1010 250 390 20 N/A 1,

5a

431KS34 5 275 AC 1 N/A -40 85 Ld-

Ld

- 1100 275 430 20 N/A 1,

5a

471KD10J 5 300 AC 1 N/A -40 85 Ld-

Ld

- 1150 300 470 2.5 N/A 1,

5a

471KS34 5 300 AC 1 N/A -40 85 Ld-

Ld

- 1190 300 470 20 N/A 1,

5a

511KD10J 5 320 AC 1 N/A -40 85 Ld-

Ld

- 1210 320 510 2.5 N/A 1,

5a

511KS34 5 320 AC 1 N/A -40 85 Ld-

Ld

- 1260 320 510 20 N/A 1,

5a

531KS34 5 330 AC 1 N/A -40 85 Ld-

Ld

- 1300 330 520 20 N/A 1,

5a

https://iq.ul.com/ul/cert.aspx?ULID=104544501
https://iq.ul.com/ul/cert.aspx?ULID=104544523
https://iq.ul.com/ul/cert.aspx?ULID=104544525
https://iq.ul.com/ul/cert.aspx?ULID=104544526
https://iq.ul.com/ul/cert.aspx?ULID=104544527
https://iq.ul.com/ul/cert.aspx?ULID=104544528
https://iq.ul.com/ul/cert.aspx?ULID=104544502
https://iq.ul.com/ul/cert.aspx?ULID=104544503
https://iq.ul.com/ul/cert.aspx?ULID=104544504
https://iq.ul.com/ul/cert.aspx?ULID=104544505
https://iq.ul.com/ul/cert.aspx?ULID=104544506
https://iq.ul.com/ul/cert.aspx?ULID=104544507
https://iq.ul.com/ul/cert.aspx?ULID=104544524
https://iq.ul.com/ul/cert.aspx?ULID=104544508
https://iq.ul.com/ul/cert.aspx?ULID=104544509
https://iq.ul.com/ul/cert.aspx?ULID=104544510
https://iq.ul.com/ul/cert.aspx?ULID=104544376
https://iq.ul.com/ul/cert.aspx?ULID=104544511
https://iq.ul.com/ul/cert.aspx?ULID=104544378
https://iq.ul.com/ul/cert.aspx?ULID=104544512
https://iq.ul.com/ul/cert.aspx?ULID=104544513
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561KD10J 5 350 AC 1 N/A -40 85 Ld-

Ld

- 1310 350 560 2.5 N/A 1,5a

561KS34 5 350 AC 1 N/A -40 85 Ld-

Ld

- 1370 350 560 20 N/A 1,

5a

621KD10J 5 385 AC 1 N/A -40 85 Ld-

Ld

- 1420 385 620 2.5 N/A 1,

5a

621KS34 5 385 AC 1 N/A -40 85 Ld-

Ld

- 1520 385 620 20 N/A 1,

5a

681KD10J 5 420 AC 1 N/A -40 85 Ld-

Ld

- 1530 420 680 2.5 N/A 1,5a

681KS34 5 420 AC 1 N/A -40 85 Ld-

Ld

- 1670 420 680 20 N/A 1,

5a

721KS34 5 440 AC 1 N/A -40 85 Ld-

Ld

- 1750 440 715 20 N/A 1,

5a

751KS34 5 460 AC 1 N/A -40 85 Ld-

Ld

- 1840 460 750 20 N/A 1,

5a

781KS34 5 485 AC 1 N/A -40 85 Ld-

Ld

- 1940 485 780 20 N/A 1,

5a

821KS34 5 510 AC 1 N/A -40 85 Ld-

Ld

- 2050 510 820 20 N/A 1,

5a

911KS34 5 550 AC 1 N/A -40 85 Ld-

Ld

- 2210 550 910 20 N/A 1,

5a

951KS34 5 570 AC 1 N/A -40 85 Ld-

Ld

- 2290 570 930 20 N/A 1,

5a

Notes:

1. Suitable for Factory wiring only.

2. Suitable for Field and Factory wiring.

3. Series External Impedance required, see Electrical Ratings in the Recognition report.

4. Series External Overcurrent Protection required, see Electrical Ratings in the Recognition report.

5. Body of discrete component metal-oxide varistors (MOVs) flammability:

a) Min. V-0 or VTM-0.

b) Min. V-1 or VTM-1.

c) Complies with IEC 60950-1, Edition 2.2, Annex Q/IEC62368-1 Annex G.8.2 needle flame testing requirements.

d) Complies with IEC 60065, Edition 7.2, Annex G.1.1 needle flame testing requirements.

Marking: Company name, model designation and the Recognized Component Mark for Canada, .

Last Updated on 2021-11-12

The appearance of a company's name or product in this database does not in itself assure that products so

identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be

considered to be Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

https://iq.ul.com/ul/cert.aspx?ULID=104544381
https://iq.ul.com/ul/cert.aspx?ULID=104544514
https://iq.ul.com/ul/cert.aspx?ULID=104544383
https://iq.ul.com/ul/cert.aspx?ULID=104544515
https://iq.ul.com/ul/cert.aspx?ULID=104544386
https://iq.ul.com/ul/cert.aspx?ULID=104544516
https://iq.ul.com/ul/cert.aspx?ULID=104544517
https://iq.ul.com/ul/cert.aspx?ULID=104544518
https://iq.ul.com/ul/cert.aspx?ULID=104544519
https://iq.ul.com/ul/cert.aspx?ULID=104544520
https://iq.ul.com/ul/cert.aspx?ULID=104544521
https://iq.ul.com/ul/cert.aspx?ULID=104544522
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